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ABSTRACT

A new class of composite materials designated as the 1-3 piezocomposite is being investigated for
potential use in underwater smart material structures. In-water acoustical properties ofnew 1-3 composite
panels were examined experimentally as a function of temperature, pressure and frequency. The
measured transmitting voltage response (TVR) showed the existence of parasitic modes in the composite
panel in addition to the expected thickness mode. The effect of underwater explosive shock on the TVR
showed no detrimental effects in mechanical structure or acoustical performance of the piezocomposite
panel. The free-field voltage sensitivity (FFVS) was constant at -185 dB referenced to 1 volt per
micropascal over the testing frequency range. Linearity with electrical drive level and pressure stability
of the 1-3 piezocomposites have also been established with the present choice of ceramic-polymer
components. These results demonstrated that this new material is potentially useful for applications of
both large-area actuators and sensors in forming active surfaces of new smart structures.
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1. INTRODUCTION

In recent years, there has been an increasing emphasis on the development of smart materials and
structures. For such a structure, sensors are required to detect the incoming signals, and actuators are
needed to bring forth proper reactions to the signal. Common practices are to use piezoelectric ceramics
of lead-zirconate-titanate (PZT) compositions for sensor and actuator applications in smart structures"2.
However, these bulk ceramics are dense, heavy and of limited size and shape. When large area coverage
is required, they are rather difficult to apply. Furthermore, in some applications involving the coverage
of a large surface, the sensors detect the signals in a hydrostatic mode. The piezoelectric voltage
coefficient in this mode is related to the other coefficients through the following equation:

g = g33 + g3, + g32
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Unfortunately, in PZT ceramics both the coefficients g31 and g32 have magnitudes nearly equal to half of
that of g33 but are of a different sign3. This results in a very small g, or a very poor hydrostatic mode
response4.

Early research efforts at the Pennsylvania State University's Materials Research Laboratory led
to the development of a large variety of piezoelectric composite materials that consist of a ceramic and
a polymeric phase with different connectivities5. The connectivity in one, two or three dimensions in a
composite is designated as 1 , 2 or 3. Therefore, a piezocomposite consisting of thin piezoelectric ceramic
rods aligned in parallel and embedded in a polymeric resin is called a " 1-3"

composite. The ceramic rods
are connected in only one direction, namely the poled direction of the material, having a connectivity of
,,

1 ." On the other hand, the polymer phase is connected in all three dimensions, having a connectivity
of "3. " Figure 1 shows a schematic of the 1-3 piezocomposite concept.

In recent years, this type of piezoelectric composite material was investigated for applications in
large-area hydrophones and as high-frequency underwater imaging transducers'7. It has now been
selected for inclusion in the ARPA Smart Materials and Structures Program for further development so
that the material can be applied in the fabrication of large active surfaces of new smart structures. The
emphasis of this development is on the new low-cost fabrication method for the piezocomposites.
In the past, 1-3 piezocomposite materials were traditionally fabricated by using a dice-and-fill method8.
This method was adequate for the preparation of small samples required in ultrasonic medical imaging
applications. However, it is not only too labor intensive and, therefore, costly to meet the need of large
area coverage in Naval applications, but too difficult to maintain material uniformity in large sheets. At
Materials Systems Inc. (MSI, Littleton, MA) an injection molding technique was developed to make 1-3
composite preforms of manageable size. The individual preform parts were then assembled into large
panels of 1-3 piezocomposite by using a polyurethane resin for encapsulation. In this paper, the basic
configurations of large 1-3 panel structures developed are first described. The effects of temperature,
pressure and underwater explosive shock on the in-water acoustic performance of the panels as large-area
sensors and actuators in a smart structure were examined, and the experimental results are reported here.

2. PANEL CONFIGURATION

The basic configuration of the MSI fabrication9 using an injection molding technique is a ceramic
preform 50 mm x 50 mm in size, containing a 19 x 19 array of 361 rods. Each rod is 1 .1 mm in
diameter and about 7.9 mm in height. The ceramic of present choice is the PZT-5H composition from
Morgan Matroc Inc. Ceramic powder was thoroughly mixed with a binder to form a viscous mixture.
During the injection molding process, the mixture was forced into a cooled mold to form a net shape
green part. This part was subsequently heated in air for the removal of the organic binder. Sintering
then took place at 1250°C for one hour with controlled atmosphere to optimize the PZT piezoelectric
properties. The preform was then contact-poled under high electric field. Individual preform parts were
assembled to the size of a desirable transducer panel and ground flat and parallel, usually to 6.3 mm
thick. The panel was subsequently encapsulated by using castable resins such as polyurethane. After
proper cure, the panel surface was finished and permanent electrodes were applied for attaching the wires.
The final 1-3 pizocomposite panel contained approximately 15% volume fraction of PZT with a nominal
dielectric constant of 480 and a density of 1.8 g/cm3. Presently, the material is available from MSI under
the trade name "SonoPanel 5H."
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